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RECONNAISSANCE GEOLOGICAL REPORT OF PROPOSED SITE OF SHRI
DHARAM SINGH S/o SHRI SURVEER SINGH FOR THE CONSTRUCTION OF

OWNER DRIVEN CONSTRUCTION FOR HOUSING (ODCH)
VILLAGE KHANEDA, TEHSIL- BARKOT- DISTRICT UTTARKASHI,

UTTARAKHAND
KHASARA No. – 3997(a) and AREA – 0.010 ha

Date of Inspection: 20/12/13

In a ‘World Bank’ funded programme, Government of Uttarakhand has provided
teams of Consultant Geologists and Consultant Associate Geologist to Director, Geology and
Mining Unit, Uttarakhand for geological studies in proposed site for Owner Driven
Construction For Housing (ODCH) in disaster affected districts of Uttarakhand.

Director, Geology and Mining Unit, Directorate of Industries, Uttarakhand has issued
an Office Order No. 1612 Aa. Pra./Bhu.Ni./Bhu.Khani.E./2013-14 dated 10th December 2013
regarding geological studies in disaster affected five districts of Uttarakhand, Uttarkashi is
one of them. Thus, undersigned have taken geological observation during traverses and
collected field geological data under the management of cosignatory departmental ‘Assistant
Geologist’.

In the above mentioned questioned area, the reconnaissance geological investigation
was carried out in the presence and co-operation of Shri Vidya Nand Semwal, Revenue
Sub-Inspector, Khaneda. It is 12Km approx from Tehsil Headquarter Barkot, District
Uttarkashi, Uttarakhand. It falls on coordinate – N 30⁰ 51.226′ E 78⁰ 17.089′ El. 4736feet.
The site is 1.2Km approx, up above the road, from NH-123 (Delhi-Yamunotri National
Highway) through bridle path on the left bank of river Yamuna and is about 170-180m
approx horizontal distance and ±120m approx vertical distance from the Yamuna river which
is flowing in N 245⁰ direction. The area is flat land with least population around.

The site is located on colluvial deposit and man-made cultivated terraces are present.
The thickness of overburden is varying in size at places in between 4.5-06m approx with
boulders embedded in the soil, varying in size from 20cm to 1.5m approx, at the back side of
the proposed site location. The uphill slope at the proposed site is 36⁰-42⁰ and the downhill
slope is 11⁰-15⁰ then after two terraces the slope gradient increases to 61⁰-65⁰ approxsloping in N 315⁰ direction . The proposed site location is covered with thick soil of 1-1.5m
approx thickness. At the proposed site location, at the uphill side there was a dense vegetation
of Pine and Deodar at about 150-160m approx.

Close view of the proposed site for construction
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